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Acharya Prafulla Chandra College

( NAAC ACCREDITED B++ GRADE COLLEGE )      (Govt. Sponsored)

          P.O. New Barrackpore, North 24 Parganas, Kolkata-700 131, West Bengal

NIQ No. 01/APC/Ren/Chem/2011-7




Dated  :  13.07.2011

(Quotation Form is also available at the college website : www.apccollege.ac.in.

              Click on 'Tender Notice'.)

Quotations in sealed covers are invited from bonafide and resourceful contractors for the renovation work in the department of Chemistry on the items as given below.

Last date of submission of quotation is 20.07.2011 up to 2.00 p.m.

Quotations would be opened on 20.07.2011 after 3.00 p.m. in the presence of contractors or their authorized representatives.  

Contractors must be capable of completing the work within the scheduled time.  

· Materials like wood for door and window frames, panels, steel and grill, if 

      supplied by the college, the amount would be deducted from the bill of the 

      contractor.
· Authority reserves the right to omit the work on any item.
	Sl. No.
	Description of work
	Qty.
	Unit
	Rate
	Amount

	1
	Stripping off wornout plaster and raking out joints of wall, ceiling etc. 

up to any height and in any floor including removing rubbish and stacking anywhere within compound as directed
	150
	Sqm.
	
	

	2
	Carefully dismantling all types of mansonary and stacking serviceable materials at site and removing rubbish as directed within a lead of 75 m. in 1st floor 
	2
	Cum.
	
	

	3
	Dismantling artificial stone flooring up to 50 mm thick by carefully chiseling without damaging the best and removing rubbish as directed within a lead of 75 m. in 1st floor
	40
	Sqm.
	
	

	4
	Cutting chase up to 150 mm x 50 mm deep in concrete floor / wall and subsequent mending of damages
	25
	Cum.
	
	

	5
	Brick work with 1st class bricks in cement and mortar (1 : 6) 1st floor
	0.5
	Cum.
	
	

	6
	Ordinary cement concrete M-15 (1:2:4) with stone chips (20 mm down) 1st floor
	0.5
	Cum.
	
	

	7
	Ordinary cement concrete M-20 
(1:1½ :3) with stone chips (20 mm down) in 1st floor 
	0.5
	Cum.
	
	

	8
	Plaster to wall, floor, ceiling with cement sand mortar in 1st floor
i)  10 mm thick in (1:4)

ii) 15 mm thick in (1:4)
	50

100
	Sqm.

Sqm.
	
	

	9
	Av. 35 mm thick artificial stone in floor with cement concrete (4:2:1) with stone chips, laid in panels with 3 mm thick grey cement topping (high polish) in 1st floor
	50
	Sqm. 
	
	

	10
	Neat cement punning about 1.5 mm thick in walls, dado, steel etc.
	10
	Sqm.
	
	

	11
	Sal wood work in door and window fitted frame and fixed complete including a protection coat of paint at the contact surface of the frame with wall
	0.5
	Cum.
	
	

	12
	Supplying 35 mm thick panel shutters of door made of gamari wood as per design (each panel consisting of single plank) 19 mm thick including fitting and fixing shutter in position but excluding cost hardware items in 1st floor
	6
	Sqm.
	
	

	13
	Supplying 35 mm thick glazed shutters of window made of gamari wood as per design with ordinary plain glass 3 mm thick (wt. 7.4 kg / m) fitted and fixed with putty bed and teak wood bead and nails including fitting and fixing shutter in position but excluding cost of hardware items
	10
	Sqm.
	
	

	14
	Supplying, fitting and fixing best Indian 3 mm thick sheet glass panes set in putty bed and fitted and fixed with nails all complete
	12
	Sqm.
	
	

	15
	Hardware items :
Supplying, fitting and fixing with necessary screws, nut & bolts, nails etc.

a) M.S. clamps for door/window frames 40 mm x 5 mm x 125 mm to 170 mm long flat bent bar, end bifurcated

b)  Oxidized iron butt hinges of approved make –

i) 75 mm x 40 mm x 1.12 mm thick

ii) 100 mm x 75 mm x 3.5 mm thick

c) Iron Hasp bolt of approved quality 

    300 mm long x 16 mm dia

d) Iron door rings 75 mm dia

e) Aluminium tower/socket bolt

    10 mm dia

    a) 300 mm long

    b) 150 mm long

f) Iron catch hooks 6 mm dia 225 

   mm long

g) Sand cleats 125 mm

h) Hined cleats 100 mm
	30

20

30

2

6

3

12

18

18

20
	Each

Each

Each

Each

Each

Each

Each

Each

Each
Each
	
	

	16
	Labour for refixing old M.S. grills with new screws to window frames as per direction
	10
	Sqm.
	
	

	17
	Supplying, fitting & fixing new grills (above 16 kg/m)
	250
	Sqm.
	
	

	18
	Priming one coat to door window grills etc. with approved oil bound primer after necessary scraping and smoothening surfaces
	50
	Sqm.
	
	

	19
	Applying best quality approved brand hi-gloss synthetic enamel paint to door window grills etc. after necessary sand papering
a) 2 coats

b) 1 coat
	50

60
	Sqm.

Sqm.
	
	

	20
	White washing including cleaning and smoothening surfaces thoroughly with 5 parts of stone lime and 1 part of shell lime with necessary adhesive admixture (DD1/Fevicol) to walls, ceiling etc.
a) 3 coats on new walls
b) 2 coats on existing work
	150

850
	Sqm.

Sqm.


	
	


Head of the Department of Chemistry
    Principal
Signature of the contractor with date & seal
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